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4HIS RELAY REPLACEMENT KIT IS INTENDED TO REPLACE TWO RELAYS|AN
IN YOUR KILN )T IS ABSOLUTELY NECESSARY TO INSTALL THE ENTIRH KT
PROPER PERFORMANCE $0O0 NOT RE USE ANY OF THE ORIGINAL BLACK WIR
90UR NEW RELAY REPLACEMENT KIT CONSISTS OF THE FOLLOWING |[THBM¢
N
4WO RELAYS WITH ALL OF THE NECESSARY HARNESS AND CONTR|&XL| W
INE RELAY ADAPTER PLATE ©
4HE TOOL NECESSARY TO INSTALL THE RELAY REPLACEMENT KIT IS oNA
34%0 "9 34%0 ).3425#4)/.3
"EFORE BEGINNING THE ACTUAL REPLACEMENT IT IS STRONGLY REEOMM
INSTRUCTIONS TO FAMILIARIZE YOURSELF WITH THE FOLLOWING PROJEDUF
206,19 1.$ 7)2).' 2%-/6!, 3+272
S5NPLUG YOUR KILN 2EMOVE YOUR CONTROL BOX FROI\/I THE KILN (
THE CONTROL BOX FACE DOWN ON A mAT THE T
OF YOUR CONTROL BOX WITH A SOFT CLO
2EMOVE THE IBERGLASS LINED HEAT BAF F OJU R
METAL SCREWS HOLDING IT IN PLACE #AHR AT |[BA
OF THE CONTROL BOX TAKING CARE NOT ACHEL
THE UNDERSIDE
5SING THE OHILLIPS SCREWDRIVER REMO R E €
TACHED TO THE HEAT BAFmE TERMINAL ST R E|lW $
WANT TO GET THE HEAT BAFmME ENTIRELY : M|OVY E
REMAINING RED AND YELLOW THERMOCOU
"EGIN REMOVAL OF THE TWO OLD RELAYS BQgX
REMOVING THE FOUR SHEET METAL SCRE AlYS|IN
3AVE YOUR SCREWS ',, WIRES BOTH BLA CTED T
THE RELAYS WILL BE REMOVED 71TH THE RIEM O\
TWO LARGE SCREWS ON THE TERMINAL B LIACIK |
WIRING IN PLACE 4HE WIRES AT THIS POI F M PED| IN
TWO LARGE SILVER CONNECTORS THAT AL} ! H R|IED
EACH &OLLOW EACH RED WIRE AND REMON NINHCT
FROM THE FUSE HOLDER AND THE TRANSF@§® S 9E |
SIDE TO SIDE ROCKING AND PULLING MOTI H CION
TORS "E ESPECIALLY CAREFUL WHEN REM TOR FF
THE TRANSFORMER TO AVOID DAMAGING | CIONNE
FROM THE TOP CENTER TRANSFORMER TAH T OP |
WIRE CONNECTED TO THE CIRCUIT BOARD 2EN O\
DOUBLE RED WIRE ON THE CIRCUIT BOARDE== A P # A
PULL THE RELAYS AND ALL ATTACHED WIRES OUT OF THE CONTROL B
2EFER TO PHOTO TO ENSURE THAT ALL OF THE RELAYS AND PR|IOP
MOVED
CONTINUE
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JNSPECT THE ORIENTATION OF THE NEW RELAYS WIRING AND M
ADAPTER PLATE IN ITS SHIPPING CARDBOARD 4HE RELAYS WIL

INSTALLED IN THE CONTROL BOX WITH THE SAME ORIENTATION
THE NEW RELAYS WIRING AND METAL ADAPTER PLACE FROM ITS
MATERIAL 4AKE CARE TO KEEP THE ORI ER
PACKED TO AVOID TWISTING THE WIRES
PLATE |IT WILL BE INSTALLED IRST

JNSTALL THE METAL RELAY ADAPTER PLA
THE OLD RELAY SCREWS 4HE SILVER CO
PLATE SHOULD BE PLACED DIRECTLY AGA
SCREWED DOWN LIGHTLY 5SE THE BOTT(
METAL CHASSIS FOR MOUNTING THE ADAP
FOR THE PROPER ORIENTATION OF THE M

OLACE THE NEW RELAYS AND WIRING HARNESSES IN PLACE ON

METAL CHASSES 3LIDE THE BOTTOM LIP OF EACH RELAY IN ITS
THE RELAYS SHOULD SLIDE UNDERNEATH THE TOP NOTCHED PO
PLATE

5SING THE REMAINING OLD RELAY SCREWS FASTEN DOWN THE
LAYS USING THE EXISTING HOLES IN THE METAL CHASSIS JAIGHT

HOLDING THE RELAYS IN PLACE $0O NOT OVERTIGHTEN THE SCR

,OCATE THE TWO LARGE SILVER RING TONGUE CONNECTORS TH
SMALL RED WIRE EACH AND FASTEN TO THE TERMINAL BLOCK SH
IF THE RING TONGUE CONNECTORS ARE SWITCHED IN POSITION
THESE SCREWS 6%29 TIGHT

,OCATE THE TWO SMALL RED WIRES MENTIONED ABOVE IN STEP

VACANT BOTTOM TAB OF THE TRANSFORMER AND THE OTHER RE

,OCATE THE TWO LONG RED WIRES ATTACHED TO THE BLACK REH
END OLUG THE WIRE WITH THE DOUBLE LEAD INTO THE CIRCUIT
CENTER TAP OLUG THE LOOSE END OF THIS WIRE INTO THE TOH
OLUG THE OTHER SINGLE LONG RED WIRE INTO THE CIRCUIT BOA

&IND THE FOUR WHITE TEN INCH LONG WIRES ATTACHED TO T
THROUGH ON THE RELAYS ITTACH THESE FOUR WIRES TO THE
THE OLD SCREWS ITTACH WIRE TO POSITION ON THE TERM
THRU %NSURE THAT THESE CONNECTORS ARE LINED UP NICE
TO THE NUMBERED STRIP ON THE OTHER SIDE OF THE HEAT BAF
CONNECT THE RED AND YELLOW THERMOCOUPLE WIRE IF NECES
COUPLE WIRE IS CONNECTED TO THE NEGATIVE POSITION OF TH

THE END OR BOTTOM CONNECTOR ON THE TERMINAL STRIP )T

'LL OF THE WIRING SHOULD BE CONNECTED NOW #HECK ALL W
UNATTACHED CONNECTORS 2EFER TO THE PHOTO INISHED W
PROPER CONNECTION POINTS %NSURE THAT ALL WIRING IS NE
SUCH AS THE TRANSFORMER 2EROUTE THE WIRING AS NECESS
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POINTS

2EINSTALL THE IBERGLASS LINED HEAT BAFmME IN PLACE USING
7THEN PLACING THE HEAT BAFmE IN PLACE ENSURE THAT NO WIRI

CONTROL BOX

2EINSTALL THE CONTROL BOX ON YOUR KILN %NSURE THAT AUT
NECTED THAT NONE OF THE TABS ARE LOOSE AND THAT THE TH

THE

NG

ARE CONNECTED TO THE PROPER POLARITY RED IS NEGATIVE h v|

SECURE USING THE FOUR SHEET METAL SCREWS
90UR INSTALLATION SHOULD BE COMPLETE

IN EMPTY TEST IRING OF YOUR KILN
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IS STRONGLY RECOMMENDE

BE
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